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1 . Handset exchanges activity information 
with l-HLR 

2. HLR forwards notification on handset 
activity to MAST SPA 

3. MAST SPA executes lookup, comparison 
and replacement of message 

4. If needed (status changed), MAST SPA 

sends selected parameters to a set of IP addresses 

5. Selected parameters are received by the 
application servers for processing 
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Registration Notification 
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STANDARD SS7 MESSAGE 
(IS-41) 
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Registration Notification INVOKE Parameters 
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SET [NATIONAL - ! 8] 
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Contents 




ElectronicSerialNumber 




MobileldentificationNumber 




MSCID (Serving MSG) 




Qualification InformationCode 




SystemMyTypeCode (Serving MSC or VLR) 




Availability Type 




BorderCellAccess 




ControlChannelData 
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Location ArealD 




PC_SSN (Serving MSC or VLR) 




ReceivedSignalQuality 




ReportType 




SenderldentificationNumber 




SMS_ Address 




SMS_ MessageWaitinglndicator 




SystemAccessData 




SystemAccessType 




SystemCapabilities 




TerminalType 




TransactionCapability 
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IP MESSAGE TO APPLICATION SERVER 
( e.g., to Chat Server) 
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IP MESSAGE TO APPLICATION SERVER 
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SAMPLE OF TABLE 
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